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(O HOME button
Back to the main interface.

(2) BACK button
Return to the previous page, or exit the
current app.

(3 Menu button
Call up [General Setting] menu.

(@ Volume down button
Turn down the volume.

(® Volume up button
Turn up the volume.

(& Power button

Tap to enter energy saving function;
press for at least 2 seconds to enter
standby mode.

@ NFC

NFC reading area.

Remote control signal receiver
Receive remote control signal.

(9 Light sensor

Ambient light to adjust backlight for
appropriate brightness. It can be switched
on or off in the menu.

#IN

USB Type-C: Support charging, data
transmission, extension for audio and
video output interface, etc.

Note: The maximum rated power of the USB
Type-C port for this product is 65W. When
using this port to charge electronic devices,
the charging power of the electronic device
cannot exceed the rated power of this port.

If the charging power of the electronic device
exceeds the rated charging power of this
port, please refrain from directly using this
port for charging.

(i) HDMI IN

High-definition multimedia interface signal
input, for connecting to devices with HDMI
output interface (personal computer with
HDMI output, set-top box, or other video
devices).

(i TOUCH
Touch signal output to the external computer.

@ 3.0

Connect USB devices such as mobile hard disk,
U disk, USB keyboard, mouse, USB drives, etc.

Microphones
Pick up live audio.

CONTROL




Input/Output Terminal

(D TOUCH AUDIO LINE OUT
0) [ )8 Touch signal output to the external Audio output to the external speaker.
I ’ ” computer.
O—t ®20
@— s @ a @ 3.0 Connect USB devices such as mobile
—T || & Kl = onnect USB devices such as mobile ard disk, U disk, eyboard, mouse,
® & C SB devi h bil hard disk, U disk, USB keyboard
® | G E hard disk, U disk, USB keyboard, mouse, USB drives, etc.
. USB drives, etc.
O— [ 1 SPDIF
®—%t U y (3 HDMI IN Carry multichannel sound via optical signals.
- 0

High-definition multimedia interface

signal input, for connecting to devices with (1 RI45

HDMI output interface (personal computer Wired network interface, for connecting
with HDMI output, set-top box, or other to Ethernet.

video device).
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Ongonge s v m (2 RS232
[ oo ol O I ] ] @ DPIN Serial interface, used for mutual transfer of
F—t— ] Connected to devices with Display Port data between devices.
0]010) o ® ® output function.
(i3 AC Switch
G TYPEC To open or shut down AC power supply.

ulu

Support charging, data transmission,
extension for audio and video output
interface, etc. ACIN

Input for AC power supply.

means power on, “O” means power off.

(® VGA
External input for computer image.

(@ AUDIO LINE IN

Input for external audio sources
(typically used as the sound input for
the VGA interface).

INPUT/OUTPUT




Toolbar

Toolbar provides quick access to frequently used functions and tools for efficient operation.

You can select Floating bar or Sidebar under Professional Settings > Admin Settings > General > Toolbar Style.

General Signage display name Name string » # General Signage display name Name string

Server Boot logo Server Boot logo
Source Toolbar Style Sidebar - - Source Toolbar Style Floating bar
System Toolbar settings Always on ~ & System Toolbar settings Alwayson ~

Whiteboard Reset after standby Off Whiteboard Reset after standby off

TOOLBAR




Toolbar Floating Bar

Tap the floating button @ to expand the floating bar. You can drag the button to any position on the screen by long-pressing it.

@ Minimize
Minimize the floating bar.

(@ Home
Return to the Home page.

(3 More

Access additional tools for quick functions
and adjust audio and display settings.

@ Input
Access external sources, such as HDMI,
Type-C, DP, and VGA.

TOOLBAR

(® Settings
Access Professional Settings to adjust
options as needed.

(® Mark

Access annotation features to write,
draw and sketch on the screen.

@ Quick info

View time, network and device information.



Toolbar Sidebar

Tap the side iconf§ to open the side bar.

@ All apps
Access all apps installed on the device.

@ Mark

Access annotation features to write, draw and sketch on the screen.

® Input

Access external sources, such as HDMI, Type-C, DP, and VGA.

(@ settings
Access Professional Settings to adjust options as needed.

(® Quick info

View time, network and device information.

(® More

Access additional tools for quick functions and adjust audio and display settings.
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All apps

Setting

®

Info

%
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Touch Navigation

This display is equipped with a touch-
sensitive screen and supports the Windows
Touch features either by single touch or
multi-touch operation. You can touch the
pictures or text on the display gently with
your fingers, and the system will react.

This section explains about the touch
operation on the display. For further detail
on how to run the touch operation, please
refer to the Windows operation instruction.

Single Tap
Touch the target on the screen with one
fingertip for one quick tap, then release.

Please note that a touch screen will respond
to a light touch from your fingertip when
tapping on touch screen.

Double Tap
Touch the target on the screen with one
fingertip for two quick taps, then release.

Pan
Touch the target on the screen with one
fingertip and move across the target

without losing direct contact, then release.

Flick
Touch the target on the screen with one
fingertip and brush the surface quickly.

Zoom in

Touch the target on the screen with two
fingertips held together and move them
apart to zoom in (magnify) the screen image.

Zoom out
Touch the target on the screen with two
fingertips stretched apart and move them

closer to zoom out (shrink) the screen image.

Touch and Hold

Touch and hold the target on the screen
with one fingertip for a while to display a
context menu or options page for an item.

P

Avoid

B n, B B

Avoid scratching with sharp objects
on the screen. Only use your fingertips
or provided stylus to perform touch
operation.

Do not expose the screen to intensive
light, spotlight, or wide-spread light.
Do notinstall the product in a location
where it is close to windows or glass
doors as direct sunlight may affect the
touch performance.

To avoid screen interference with each
other, do not place 2 touch screens side
by side as shown below.
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Connecting External Equipment

1. Connecting External Equipment
(Multimedia Player)

1.1. Using HDMI video input

— BE__A8

) [ [ =1
Multimedia Player
[HDMI IN]
HDMI Out

2. Connecting a PC

2.1. Using HDMI input with USB-B
(touch connector to PC)

=)
EEN B

[USB-B] [USB] |

[HDMIIN] HDMI Out

2.2.Using VGA

<

[VGAIN]

0
Audio Outﬁ o

VGA Out
D-Sub 15 pin

[PCLINEIN]

[USB -B]

3. Connecting Audio Equipment

3.1. Connecting an external audio device

[AUDIO OUT] Audio In

AUDIO OUT

) Stereo Amplifier

CONNECTING




How to

Change your background Cast /Philips ScreenShare
Either a background image file should be locally stored on the display already or you need 1. Download the DisplayNote app on your mobile device or computer.
to upload your preferred background onto a USB stick. 2. Open the Philips ScreenShare app on your device.
3. Open the DisplayNote app and then type in your name and the session ID which gets

Via USB displayed in the Philips ScreenShare app on your device.
1. Insert USB drive into USB connection. 4. Select "Connect” once all is completed.
2. Access file explore menu via the file manager app.
3. Select the USB drive. Copy your image and paste it into the wallpaper folder on the Casting is also possible with Apple Airplay, Miracast or Google Cast.

local drive.
4. To set the background, access the Settings menu and select Android settings/ Please note: For those, your casting device and the display need to be in the same network.

Signage display/miscellaneous and then chose change wallpaper.

Now you are able to select all image files in the wallpaper folder and can set
your background.

Note: There are several ways to change your background.

Add a widget

While being on the home screen, touch and hold the target on the screen with one
fingertip. In a short time, you will see a small menu popping up, which then gives you
several options. One of them being able to add a widget.

Access all apps
Use the tip of your finger and swipe up from the middle of the screen. This then gives you
an overview of all installed applications.

Switch the external source

There are several ways to switch source:

1. Via the SOURCES button on the remote control.

2. Open the floating bar and open the source menu.

3. Push the INPUT button located on the control panel at the front of the display.




How to

Installing the Wireless Module Add/remove/re-arrange app shortcuts on the home page

Please refer to the following steps: Open the all apps overview by swiping up from the middle of the screen. Choose the desired
app you want to also appear on the home screen. Long press the app with your fingertip
and then drop it outside the all apps overview into the home screen.

A Please make sure the power cord of the
display is disconnected before installation. You can simply delete this short cut by again long push with your fingertip on the app
and choose “delete”.

Step 1: Remove the Mylar strip on the bottom of the display. Use a Phillips screwdriver To rearrange the apps on the home screen, long press and hold an app with your fingertip,
to loosen two screws and remove the cover. then drag it to the desired position.

Access settings
Please note. There are two different settings menus.

To access the Android settings menu, you can swipe up from the bottom of the
screen to see all available apps and there you select the “Settings” application.

_— Mylar from the bottom

To access the signage settings you can open the floating bar and then select

the settings options.

Step 2: Insert the wireless module into the wireless module slot.

Activate NFC

NFC is already activated.

To de-activate it, go to Android Settings > Connected Devices > Connection preferences.

T Nt R I

Make full use of the EDLA feature (only for EDLA version, not AOSP version)
Please make sure you are signed in with a google account in order to have complete
access to the world of apps in the Google Playstore.

There is also the possibility to have multi-user profiles setup for your display.
Go to "System > Multiple Users” and adjust to your liking.

Wireless Module . . . .
cerews [‘E%?—]— 3rd party Mobile Device Management is also possible thanks to EDLA.
—'—@

Note: The wireless module works only when it is inserted into the above slot.




Tools

Whiteboard tool

The whiteboard page is mainly divided into four sections:

¢ Whiteboard canvas workplace;
Whiteboard menu bar;

¢ Whiteboard toolbar;

e Page management bar.

Philips Wave

An easy-to-use remote display management tool, which allows you to manage
unlimited displays. You can manage things like power consumption or adjust the
settings of your display(s) remotely.

Please reach out for more information or visit ppds.com/wave.



ppds.com/wave

More Information

For more detailed information,
please check the manual

EU US:
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